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DRAINAGE
SYSTEM

Th e Or i gi n a l  Si n ce 1986

Since t he or iginal  r elease in  1986, At lan t is®
Dr ainage Cel l   set  a benchm ar k fo r  sub  su r face
wat er  m anagem ent .

At lan t is®  Dr ainage Cel l  is t he m ost  advanced
under gr ound   geo-com posi t e and  o f fer s h igh
com pr essive st r engt h , l igh t weigh t  const r uct ion ,
ease o f  inst al lat ion  and  low cost  com par ed  t o
t r ad i t ional  m et hods.

Ef f i ci en t  Wat er  M an agem en t

The At lan t is®  Dr ainage Cel l  r em oves on ly excess
wat er ,  keep ing a per fect  am oun t  o f  m oist u r e on
per ch . The un ique design  o f  t he At lan t is®  Dr ainage
Cel l  also  feat u r es  wat er  r et en t ion  cups t hat
p r ovide op t im al  m oist u r e  cond i t ions fo r  gr ow ing
m ed ia.

Lon g Li f e Du r ab i l i t y

At lan t is®  Dr ainage Cel l  has excel len t  long t er m
dur ab i l i t y  and  is r esist an t  t o  al l  gr ound  chem icals.
At lan t is®  Dr ainage Cel l  is m anu fact u r ed  f r om
select ed  qual i t y r ecycled   m at er ials and  under
st r ingen t  qual i t y con t r o l  ensur ing a h igh  qual i t y
p r oduct  t hat  w i l l  no t  co l lapse or  d ist o r t  i f   used
cor r ect ly.
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Concrete Drainage 

ROOF GARDEN / GREEN ROOF

FLO-CELL®
PODIUM LANDSCAPING
The Atlantis Flo-Cell® is ideal for the drainage of
podium areas and can  support paving and other
landscape construction over the top.

The Atlantis Flo-Cell® is ideal for under drainage.
Concrete can be poured  directly over the Flo-Cell®
and geotextile to create a permanent drainage
layer relieving hydrostatic pressure and high water
tables.

The Atlantis Flo-Cell® is ideal for the drainage of
both intensive and  extensive roof gardens.
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Atlantis Flo-Cell® was used at the Sydney
Olympic Stadium prior to the Sydney 2000
Olympic Games! Our Flo-Cell® was used
under the turf as ‘wicking bed’ technology
to store locally harvested stormwater
runoff.





For more information visit 
geofabrics.co.nz

IMPORTANT NOTICE - DISCLAIMER - The information contained in this brochure is general in nature. In particular the content of this brochure does not take account of specific conditions 
that may be present at your site. Site conditions may alter the performance and longevity of the product and in extreme cases may make the product wholly unsuitable. Actual dimensions 
and performance may vary. If your project requires accuracy to a certain specified tolerance level you must advise us before ordering the product from us. We can then advise whether the 
product will meet the required tolerances. Where provided, installation instructions cover installation of product in site conditions that are conducive to its use and optimum performance. 
If you have any doubts as to the installation instructions or their application to your site, please contact us for clarification before commencing installation. This brochure should not be used 
for construction purposes and in all cases we recommend that advice be obtained from a suitably qualified consulting engineer or industry specialist before proceeding with installation. 
© Copyright held by Geofabrics Australasia Pty Ltd. All rights are reserved and no part of this publication may be copied without prior permission. 
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